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PACKAGE CONTENTS

FEATURES
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	MONOPRICE PID: 10225
	PRODUCT NAME [1]: HDBaseT™ Extender Kit 
	COLOR: Black
	COUNTRY OF ORIGIN: China
	PRODUCT SIZE [1]: 4.3
	L   x: 0.9
	x: 0.9
	PRODUCT SIZE [2]: 
	L   x: 
	x: 
	undefined: 110
	L   x: 23
	x: 23
	WEIGHT: 3
	lbs: 
	oz: 
	kg: 
	MAIN MATERIALS:                            Metal
	WARRANTY: 1 Year 
	VIDEO INPUT PORTS: One (1) HDMI Type A Receptacle Connector
	VIDEO OUTPUT PORTS: One (1) HDMI Type A Receptacle Connector
	AUDIO INPUT PORTS: 
	AUDIO OUTPUT PORTS: 
	OTHER I/O PORTS: 8P8C (RJ45) requirING Category 5e, 6, or 6A cabling with TIA/EIA-568B wiring pattern
	SUPPORTED RESOLUTIONS:  1080p, 1080i, 720p, 576p, 576i, 480p, 480i
	SUPPORTED VIDEO: High Speed HDMI and 3D with HDCP 1.2
	COLOR SUPPORT: 12-bit/channel Deep Color (36-bit total)
	AUDIO SUPPORT: LPCM, Dolby AC3, DTS 7.1, DSD
	BANDWIDTH/DATA THROUGHPUT:  up to 10.2Gbps
	OPERATING TEMPERATURE RANGE: +5 ~ +131°F (-15 ~ +55°C)
	OPERATING HUMIDITY RANGE: 5 ~ 90% RH (non cond)
	INPUT VIDEO SIGNAL: 0.5~1.0 Volts p-p
	VIDEO COMPLIANCE: HDMI, HDCP, and CEC
	INPUT DDC SIGNAL:  5 volts p-p (TTL)
	INPUT CABLE DISTANCE: ≤5m
	OUTPUT CABLE DISTANCE: ≤5m
	IR FREQUENCY SUPPORT: 30-56kHz 
	TRANSMISSION RANGE: Cat5e/6 328.1 ft 
	POWER SUPPLY: 12 VDC
	POWER ADAPTER FORMAT: 100 ~ 240 VAC, 50/60 Hz
	DC VOLTAGE AND CURRENT: 48 VDC, 3A PoE for Receiver
	ImageField1: /9j/4AAQSkZJRgABAQEAYABgAAD/4QJyRXhpZgAATU0AKgAAAAgACAEPAAIAAAAGAAAAbgEQAAIA	ADDITIONAL INFORMATION [1]: Extends HDMI signals up to 328 feet (100 meters) using a single Cat6 cableBuilt-in bidirectional IR repeaterExtends 100Base-TX network connectivity along with the HDMI videoCan be daisy chained up to six units deepElectrostatic discharge (ESD) protectionNumerical LED channel indicatorsEDID discovery & HDCP pass through
	ADDITIONAL INFORMATION [1]: 1x HDMI extender transmitter (Tx)1x HDMI extender receiver (Rx)2x AC adapter (5 VDC, 2A)1x IR transmitter bulb1x IR transmitter bulb1x User's manual
	UL: Off
	CUL: Off
	FCC: Off
	CE: Off
	ETL: Off
	GS: Off
	RoHS: Off
	REACH: Off



