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COLOR: COUNTRY OF ORIGIN:

PRODUCT SIZE:           L   x W   x H (inches)

L   x W   x H (cm)

L   x W   x H (mm)

WEIGHT: lbs. oz           kg gm

MAIN MATERIALS:

WARRANTY:

STEREO RMS POWER (8 ohms)

BRIDGED (Mono) RMS POWER (8 ohms):

INPUT SENSITIVITY:

SIGNAL-TO-NOISE RATIO:

INPUT IMPEDANCE:

IR TRIGGER OUTPUTS:

EXTERNAL MUTE TRIGGER VOLTAGE:

AUDIO INPUTS CONNECTORS:

AUDIO OUTPUTS CONNECTORS :

ETHERNET CONNECTORS:

DATA CONNECTION:

OTHER CONNECTORS:

STEREO RMS POWER (4 ohms)

FREQUENCY RESPONSE:

POWER INTO OHMS:

THD + NOISE:

AMPLIFIER PROTECTION:

SYSTEMS ON TRIGGER VOLTAGE:

INFRARED FREQUENCY:

AUDIO INPUTS CONNECTORS:

AUDIO OUTPUT CONNECTORS:

PA SYSTEM CONNECTION:

EXPANDABILITY CONNECTION:

OTHER CONNECTORS:

UL CUL FCC CE ETL RoHS REACHGS

Specification Sheet
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CONNECTIVITY DIAGRAM (IF AVAILABLE)

GRAPHIC DRAWING WITH DIMENSIONS (IF AVAILABLE)

ADDITIONAL INFORMATION

MOUNTABLE:

POWER REQUIREMENTS:

POWER CORD TYPE:


11.0.0.20130303.1.892433
	MONOPRICE PID: 10761
	PRODUCT NAME [1]: 6 Zone Home Audio Multizone Controller and Amplifier Kit - NO LOGO 
	COLOR: Black
	COUNTRY OF ORIGIN: China
	PRODUCT SIZE [1]: 16.9
	L   x: 3.5
	x: 16.4
	PRODUCT SIZE [2]: 
	L   x: 
	x: 
	undefined: 430
	L   x: 89
	x: 416
	WEIGHT: 24.3
	lbs: 
	oz: 11
	kg: 
	MAIN MATERIALS: Metal
	WARRANTY: 1 Year
	STEREO RMS POWER (8 ohms: 25 watts/channel x6
	BRIDGED (Mono) RMS POWER (8 ohms:  100 watts x6
	INPUT SENSITIVITY:  250mv
	INPUT IMPEDANCE: >47 kilohms
	IR TRIGGER OUTPUTS: 
	EXTERNAL MUTE TRIGGER VOLTAGE: 12 VDC
	AUDIO INPUTS CONNECTORS: 4x RCA stereo pairs, 2x S/PDIF digital, 1x Toslink digital optical
	AUDIO OUTPUTS CONNECTORS: 6x RCA stereo preamp pairs, 6x Euroblock speaker outputs
	ETHERNET CONNECTORS: RJ45 using TIA/EIA-568B wiring
	DATA CONNECTION: RS232 serial
	OTHER CONNECTORS: 7x 3.5mm IR out, 7x 3.5mm trigger out, 2x 3.5mm trigger in, RS232 control, RJ45 controller
	SIGNAL-TO-NOISE RATIO [1]:  >85dB A Weighted
	STEREO RMS POWER (4 ohms:  50 watts/channel x6
	FREQUENCY RESPONSE: 20Hz ~ 20kHz
	POWER INTO OHMS: 
	THD + NOISE: <0.1%
	AMPLIFIER PROTECTION: Overload, Short Circuit
	SYSTEMS ON TRIGGER VOLTAGE: 12 VDC
	INFRARED FREQUENCY: 38kHz
	AUDIO INPUTS CONNECTORS [1]: 
	AUDIO OUTPUT CONNECTORS [1]:    
	PA SYSTEM CONNECTION: 3.5mm 12 volt trigger
	EXPANDABILITY CONNECTION: 18-pin I/O ports
	OTHER CONNECTORS [1]: 
	UL: Off
	CUL: Off
	FCC: Off
	CE: Off
	ETL: Off
	GS: Off
	RoHS: Off
	REACH: Off
	ImageField1: /9j/4AAQSkZJRgABAQEAYABgAAD/4QJmRXhpZgAATU0AKgAAAAgACAEPAAIAAAAGAAAAbgEQAAIA	MOUNTABLE: 19" equipment rack mountable using included mounting ears
	POWER REQUIREMENTS: 115 VAC, 60 Hz or 230 VAC, 50 Hz switchable
	POWER CORD TYPE: NEMA 5-15 to IEC 60320 C13
	ADDITIONAL INFORMATION [1]: 6x Keypad controllers, Automatic Gain Control, 115/230 Voltage Selectable, Individually Bridgeable Amplifier Outputs, Extendable to a 6x18 Matrix, RS232 Controllable, Infrared Repeaters
	ImageField2: 



