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COLOR: COUNTRY OF ORIGIN:

PRODUCT SIZE:            L   x W   x H (inches)

                         L   x W   x H (cm)

 L   x W   x H (mm)

WEIGHT: lbs. oz            kg gm

MAIN MATERIALS:

WARRANTY:

VIDEO INPUT PORTS:

VIDEO OUTPUT PORTS:

AUDIO INPUT PORTS:

AUDIO OUTPUT PORTS:

OTHER I/O PORTS:

SUPPORTED RESOLUTIONS:

SUPPORTED VIDEO:

COLOR SUPPORT: AUDIO SUPPORT: 

BANDWIDTH/DATA THROUGHPUT:

OPERATING TEMPERATURE RANGE: OPERATING HUMIDITY RANGE:

INPUT VIDEO SIGNAL: VIDEO COMPLIANCE:

INPUT DDC SIGNAL: 

INPUT CABLE DISTANCE: OUTPUT CABLE DISTANCE:

IR FREQUENCY SUPPORT: TRANSMISSION RANGE:

POWER SUPPLY: POWER ADAPTER FORMAT:

DC VOLTAGE AND CURRENT:
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PACKAGE CONTENTS

FEATURES

UL CUL FCC CE ETL RoHS REACHGS


11.0.0.20130303.1.892433
	MONOPRICE PID: 9994
	PRODUCT NAME [1]: Composite, S-Video, and HDMI® to HDMI Converter and Switch
	COLOR: Black
	COUNTRY OF ORIGIN: China
	PRODUCT SIZE [1]: 5.1
	L   x: 3.3
	x: 1.0
	PRODUCT SIZE [2]: 
	L   x: 
	x: 
	undefined: 129.0
	L   x: 85.0
	x: 25.5
	WEIGHT: 1.37
	lbs: 
	oz: 0.62
	kg: 
	MAIN MATERIALS:                           Plastic
	WARRANTY: 1 Year Manufacturer
	VIDEO INPUT PORTS: S-Video, 3-RCA Composite, 19-pin HDMI
	VIDEO OUTPUT PORTS: 19-pin HDMI
	AUDIO INPUT PORTS: 
	AUDIO OUTPUT PORTS: 
	OTHER I/O PORTS: 
	SUPPORTED RESOLUTIONS: 720p@50/60Hz,1080p@50/60Hz
	SUPPORTED VIDEO: S-Video, RCA Composite, HDMI
	COLOR SUPPORT: 12-bit/channel Deep Color 
	AUDIO SUPPORT: 2.1 Channel LPCM
	BANDWIDTH/DATA THROUGHPUT: 
	OPERATING TEMPERATURE RANGE: 14 ~ 122°F (-10 to 50°C)
	OPERATING HUMIDITY RANGE: 5 to 90%RH 
	INPUT VIDEO SIGNAL: HDMI, Composite, or S-Video
	VIDEO COMPLIANCE: HDMI
	INPUT DDC SIGNAL: 1.0Vp-p Impedance 75Ω
	INPUT CABLE DISTANCE: ≤5m
	OUTPUT CABLE DISTANCE: ≤5m
	IR FREQUENCY SUPPORT: 
	TRANSMISSION RANGE: 
	POWER SUPPLY: 5 VDC, 2A
	POWER ADAPTER FORMAT: 
	DC VOLTAGE AND CURRENT: Universal Dual Voltage 5V AC Adapter supports 100V ~ 240V input
	ImageField1: 
	ADDITIONAL INFORMATION [1]: CVBS AV Composite Input detects NTSC / PAL automatically, no switch selection necessary, S-Video Input detects NTSC / PAL automatically, no switch selection necessary, HDMI Input supports common TV formats of: 480i/p@60Hz, 576i/p@50Hz, 720P@50/60Hz, 1080i@50/60Hz, 1080@50/60Hz, video card formats suported: 640x480, 800x600, 1024x768, 1280x720, 1280x768, 1280x1024, 1360x768, 1366x768, 1400x1050, 1440x900, 1680x1050, 1920x1080; all at 60Hz, Output LED: Outputs 720P when LED is read, 1080P when LED is green. Universal Multi-System Dual Voltage HDMI + AV + S-Video to HDMI 720P/1080P Upscaling Converter, Supports OSD (One Screen Display) OSD information display as below: S-video (Source) 1080P 50Hz/60Hz (Output Resolutions).
	ADDITIONAL INFORMATION [1]: Upscaling Switch Converter, AC 5V Adapter and User Manual
	UL: Off
	CUL: Off
	FCC: Off
	CE: Off
	ETL: Off
	GS: Off
	RoHS: Off
	REACH: Off



